
 END BENT No. 1

FILL FACE @

W.P. #1

END BENT No. 1

1’-6"

STEEL PILES

{ HP 14 X 73

STEEL PILES

{ HP 14 X 73

7
’
-
6

"
7

’
-
6

"
7

’
-
6

"
7

’
-
6

"

STEEL BRACE PILES

{ HP 14 X 73

 END BENT No. 2

FILL FACE @

W.P. #2

7
’
-
6

"
7
’
-
6
"

7
’
-
6

"
7

’
-
6

"

STEEL BRACE PILES

{ HP 14 X 73

1’-6"

STEEL PILES

{ HP 14 X 73

STEEL PILES

{ HP 14 X 73

END BENT No. 2

FOUNDATION LAYOUT

NOTES

(TYP.)

90° -00"-00"

BRIDGE ID.

-L-

STA. 17+73.13 -L-STA. 17+22.00 -L-STA. 16+70.88 -L-

NO. NO.BY: BY:DATE: DATE:

REVISIONS SHEET NO.

TOTAL
SHEETS

STATE OF NORTH CAROLINA

RALEIGH

STATION:

COUNTY

PROJECT NO.

DEPARTMENT OF TRANSPORTATION

1
2

3

4

SHEET 2 OF 3

DRAWN BY :

CHECKED BY :

DATE :

DATE :

21-DEC-2015 09:38

warafat

T:\Structures\FINAL-Plans\B5173_SD_GD.dgn

DATE :DESIGN ENGINEER OF RECORD:

S-2

B-5173

SURRY

17+22.00 -L-

A. M. LEE

 

SEAL

17230

 

N

ORTH CAROLINA

P
R

OF
ESSIONAL

 

E
NGINEERW

A

EL S. ARAF
A

T

H. T. BARBOUR 8-20-15

V. X. NGUYEN 9-15

189-15

DRIVE PILES AT END BENT NO. 2 TO A REQUIRED DRIVING RESISTANCE OF 225 TONS PER PILE.

PILES AT END BENT NO. 2 ARE DESIGNED FOR A FACTORED RESISTANCE OF 135 TONS PER PILE.

DRIVE PILES AT END BENT NO. 1 TO A REQUIRED DRIVING RESISTANCE OF 225 TONS PER PILE.

PILES AT END BENT NO. 1 ARE DESIGNED FOR A FACTORED RESISTANCE OF 135 TONS PER PILE.
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